heavy-duty rigid

fittings. Now, Clipsal Heavy-Duty
Corrugated Conduits can be used in
its place (Cat. A applications*).

Clipsal, already highly regarded for
a vast range of conduit and conduit
fittings, offers a range of Australian
made heavy-duty corrugated conduit
in a variety of diameters.

Ready to go directly into the ground,
Clipsal Heavy-Duty Corrugated Conduit
can be shaped around bends and is
excellent for a wide variety of domestic
and commercial applications.
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You'll love Clipsal Jointing Cement for its strength, safety and convenience.
Ideal for bonding all types of rigid and corrugated conduits and fittings, the
cement comes in a specially coated airtight bottle with a convenient

tapered twist top for no-spill handling.

For added safety, Clipsal 240A Jointing cement is also

benzine free. e CAUTION
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. Now with non-spill self cleaning tip

. Tapered nozzle for hard to reach areas
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. Handy 250ml bottle

Product of Gerard Industries Pty Ltd QLD Brisbane (07) 3244 7444 New Zealand
ABN 27 007 873 529 Townsville  (07) 4729 3333 Clipsal Industries (NZ) Ltd (Auckland)
Head Office SA Adelaide (08) 8269 0555 Telephone (09) 576 3403
12 Park Terrace, Bowden WA Perth (08) 9442 4444 Facsimile (09) 576 1015
South Australia 5007 TAS Hobart (08) 6272 3177 E-mail headoffice @clipsal.co.nz
Telephone (08) 8269 0511 Launceston (03) 6343 5900
Facsimile (08) 8340 1724 NT Darwin (08) 8947 0278 Customer Service
Internet clipsal.com Free Fax (0508) 250 305
E-mail plugin@clipsal.com.au International Enquiries Auckland/Mobile Phone (09) 572 0014
Head Office Export Department Free Phone (0508) CLIPSAL

Offices in all States Telephone +61 8 8269 0587 SCRE1215
NSW  Sydney (02) 9794 9200 Facsimile +61 8 8340 7350

Albury (02) 6041 2377 E-mail export@clipsal.com.au Order No. 17735/02
VIC Melbourne (03) 9207 3200

Country areas 1800 653 893



